Nebraska Department of Roads – Bridge Division

Load Rating Summary Sheet
	
	Analyst:
	     

	State Bridge No.:
	     
	Analysis Date:
	     

	County Bridge No.:
	     
	Year Built:
	     

	Structure Type:
	     
	Year Reconstructed:
	     

	Highway System:
	     
	Design Load:
	     


	NBI Rating Factor Summary (HS or HL93):

	Inventory Capacity:
	     
	Operating Capacity:
	     
	

	


	Legal Truck Summary:

	Type 3 (Tons):
	     
	Type 3S2 (Tons):
	     
	Type 3-3 (Tons):
	     
	

	


	Recommended Posting Summary:

	Type 3 (Tons/NA):
	     
	Type 3S2 (Tons/N/A):
	     
	Type 3-3 (Tons/N/A):
	     
	

	Posting is required for capacities less than 25T, 37T, and 43T, respectively. Gross Posting should be avoided.


	Permit Load Summary:

	Type 3 (Tons):
	     
	Type 3S2 (Tons):
	     
	Type 3-3 (Tons):
	     

	For permitting purposes only, capacity based on a single lane distribution factor with no impact. No other vehicles are to be allowed on the bridge, crawl speeds less than 5 mph, and no gear shifting or braking, are to be strictly observed.


Rating Method:
 FORMCHECKBOX 
 ASR
 FORMCHECKBOX 
 LFR
 FORMCHECKBOX 
 LRFR
 FORMCHECKBOX 
 Other

Rating Information Provided:
 FORMCHECKBOX 
 Plans
 FORMCHECKBOX 
 Field Measurements
 FORMCHECKBOX 
 Testing
 FORMCHECKBOX 
 No Information Exists
Condition Rating:
      in.
 FORMCHECKBOX 
 Concrete
 FORMCHECKBOX 
 Gravel
 FORMCHECKBOX 
 Asphalt
 FORMCHECKBOX 
 Other
	Deck:
	     
	Superstructure:
	     
	Substructure:
	     
	Pile:
	     
	Scour:
	     


Condition Rating:
 Deck:      
Superstructure:      
Substructure:       
Pile:       
Scour:      
Load Rating Evaluation Summary:  I = Investigated  C = Controls (HS or HL93)

I
C


 FORMCHECKBOX 

 FORMCHECKBOX 

+M of Interior Girder/Beam

 FORMCHECKBOX 

 FORMCHECKBOX 

+M of Exterior Girder/Beam

 FORMCHECKBOX 

 FORMCHECKBOX 

-M of Interior Girder/Beam

 FORMCHECKBOX 

 FORMCHECKBOX 

-M of Exterior Girder/Beam

 FORMCHECKBOX 

 FORMCHECKBOX 

Shear At/Near Reactions


 FORMCHECKBOX 

 FORMCHECKBOX 

Deck Overhang


 FORMCHECKBOX 

 FORMCHECKBOX 

Deck Between Girders

 FORMCHECKBOX 

 FORMCHECKBOX 

Fatigue Prone Details


I
C


 FORMCHECKBOX 

 FORMCHECKBOX 

Truss Members


 FORMCHECKBOX 

 FORMCHECKBOX 

Floor Beams


 FORMCHECKBOX 

 FORMCHECKBOX 

Stringers


 FORMCHECKBOX 

 FORMCHECKBOX 

Pins


 FORMCHECKBOX 

 FORMCHECKBOX 

Hangers


 FORMCHECKBOX 

 FORMCHECKBOX 

Substructure Elements


 FORMCHECKBOX 

 FORMCHECKBOX 

Sidewalks/Medians Without Traffic Barriers

 FORMCHECKBOX 

 FORMCHECKBOX 

Scour
Additional Comments (include any section loss, location of section loss, assumptions, and hand calculation references used in this analysis)
	     
	



(Seal & Date)
	The recommended Rating and Posting for this structure are based on a theoretical analysis of the structural elements involved, and on a limited amount of information concerning their condition. These weight limits are intended only as a general guideline and may be varied accordingly by the officials responsible for this structure after an investigation of the structural condition, reaction to vehicular loads and any other items where judgment is required to establish a proper weight limit.


Nebraska Department of Roads – Bridge Division

Load Rating Review Sheet

	State Bridge No.:
	     
	Analysis Date:
	     

	Structure Type:
	     
	Year Built:
	     

	
	
	Year Reconstructed:
	     


	New Superstructure Rating Summary:

	Inventory Capacity (Tons):
	     
	Operating Capacity (Tons):
	     

	New Superstructure Rating Governed By: 
 FORMCHECKBOX 

 Shear 
 FORMCHECKBOX 

 +M 
 FORMCHECKBOX 

 -M

	Existing NBI Rating Summary:

	Inventory Capacity (Tons):
	     
	Operating Capacity (Tons):
	     
	

	


	New Superstructure Legal Truck Summary (Operating):

	Type 3 (Tons):
	     
	Type 3S2 (Tons):
	     
	Type 3-3 (Tons):
	     
	

	Existing NBI Legal Truck Summary:

	Type 3 (Tons):
	     
	Type 3S2 (Tons):
	     
	Type 3-3 (Tons):
	     
	

	


	Existing Field Posting:

	Type 3 (Tons):
	     
	Type 3S2 (Tons):
	     
	Type 3-3 (Tons):
	     
	

	A value of “0” indicates the bridge is not posted for that truck configuration.

	


Condition Summary:
	Superstructure:
	     
	
	

	


	Deck:
	     
	

	Deck Type:
	     
	% Deficient:
	     
	Deck Protection:
	     
	

	Overlay Type:
	     
	  Membrane Type:
	     
	
	

	


	Substructure:
	     
	
	

	Pile Type:
	     
	Pile Condition:
	     

	Abutment Condition:
	     
	Pier Condition:
	     

	


	Scour:
	     
	
	

	Noticeable Local Scour at Piers/Abutments:
	     
	

	Piers or Bents in Channel:
	     
	

	


	Inspection Cycle Frequency:
	     
	MO
	

	



Nebraska Department of Roads – Bridge Division

Load Rating Review Sheet

	State Bridge No.:
	     
	Analysis Date:
	     

	Structure Type:
	     
	Year Built:
	     

	
	
	Year Reconstructed:
	     


Inspector Comments:

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     

	     


