STATE OF NEBRASKA
DEPARTMENT OF ROADS
ADDENDUM NO. 4
AND
ELECTRONIC BIDDING SYSTEM
AMENDMENT NO.1
PROJECT NO. STP-91-5(121)
CONTROL NO. 31899
CALL ORDER 325
N-91, US-81 - LEIGH
LETTING DATE: APRIL 16, 2009

The Schedule of Items for Group 9 is amended as follows:

1. The quantity for the bid item “Hydrated Lime for Asphalt Mixtures” is incorrect and
should read 171.500 TON.

2. The quantity for the bid item “Asphaltic Concrete, Type GGCRM” is incorrect and
should read 17,150.000 TON.

3. The quantity for the bid item “Placement of Asphaltic Concrete for Driveways and
Intersections” is incorrect and should read 6,484.000 SY.

4. The quantity for the bid item “Asphalt-Rubber Binder” is incorrect and should read
1,457.750 TON.

5. The quantity for the bid item “Tack Coat” is incorrect and should read
32,570.000 GAL.

6. The bid item “Remove Asphalt Surface” has been added with a quantity of
1,614.000 SY.

7. The bid item “Preparation of Intersections and Driveways” has been added with a
quantity of 419.000 SY.

8. The bid item “Rental of Loader, Fully Operated” has been added with a quantity of
50.000 HOUR.

9 The bid item “Rental of Motor Grader, Fully Operated” has been added with a quantity
of 50.000 HOUR.

10. The bid item “Rental of Dump Truck, Fully Operated” has been added with a
guantity of 50.000 HOUR.

11. The bid item “Rental of Skid Loader, Fully Operated” has been added with a
guantity of 50.000 HOUR.
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The EBS generated bid items sheets must show these corrections or the bid will be
considered void.

* k k k%

Plan sheet 2-S1 is amended to include the table titled “Remove Asphalt Surface” as
depicted on the attached sheet.

* k k % %

On plan sheet 2-S2, the two tables titled “Summary of Quantities and Location of
Surfaced Driveways & Intersections” are void and superseded by the new tables as depicted on
the attached sheets.

* k% % %

Upon execution of the contract, the plans will be revised to reflect these changes.

DEPARTMENT OF ROADS

Original Signed by Claude Oie
Claude Oie
Construction Engineer
Issued: April 13, 2009
CO0:325AD404

NOTICE: Only the contractors issued bidding proposals receive this addendum and
responsibility for notifying any potential subcontractors or suppliers remains with the contractor.
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Remove Asphaltic Surface

STATION

60+74.00

134+66.00

230+75.00

253+23.00

282+75.00

317+59.00

361+92.00

381+61.00

438+68.00
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480+31.00

520+63.00

526+96.60

547+43.00

607+82.00

626+12.00
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Plan Sheel 2-51
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Plon Sheed 2-32

SUMMARY OF QUANTITIES

Name of Road: US-81 To LEIGH Project Number: 91-5(121)
SUMMARY OF QUANTITIES AND LOCATION OF:

S 5" A DE Gopere fi e caers e
on /or\-_pare 130 og rode Ly«
Resurface Drives/Intersections
Q" Jsﬁ/«(//@ donare! c 7/(7:’ & &Lt
on Lt B Sorfade Gravel
Crushed Rock
AREA TONS CUBIC YARDS
STATION SIDE FEET FEET FEET DEGREE SQUARE | ASPHALTIC TYPE OF
YARDS CONCRETE | PREPARATION Gravel
R W L A 8. /0]
¥ 4+85.25 Rt. 50 32 90° 419.00 /dlp 419
10+491.00 Lt, 15 19 90° 43.00 4 5
60+74.00 Lt. 15 24 90° 38.00 Y 5
70+70.00 Rt. 28/50 | 24 |[12.4/76] 35748'0" | 350.00 95 10
70+70.00 . 1501125] 24 |'60/4.2 | 35"480" | 194.00 40 10
99+50.51 Lt, 8.75 24 | 2/381 90" 523,00 £3 10
130+79.30 | At 40 18 90° 157.00. 1 Jis 10
130+79.30 | Lt 40 24 90° 182.00 /8 10
134466.00 | Lt 15 16 90° 38.00 4 5
166+16.00 | R 15 16 90° 38.00 4 5
183+50.00 | Rt 40 24 90° 182.00 /8 10
183+50.00 | Lt 40 24 90" 182.00 /8 10
228+30.00 | Lt 15 16 90° 38.00 Yy 5
23142000 | LL 15 16 90° 38.00 Y 5
236+55.00 | Rt 40 24 90° $82.00 I 10
236+55.00 | Lt 40 24 90" 182.00 /8 10
253+23.00 | Lt 15 16 90" 38.00 ¢ 5
279+07.00 | LL 15/50 | 24 |2.6M7.8] 57°3024" | 132.00 12 10
282+75.00 | Lt 15/18 | 24 90" 61.00 o 5
289+35.00 | R, 40 24 90" 182.00 /8 10
289+35.00 | Lt 40 24 90" 182.00 /% 10
303+50.00 { Rt 35 16/16 90 67.00 4 5
317+59.00 | Lt 15 16 90° 38.00 y 5
334+79.00 | R 15 16/12 | 28 90" 81.00 ) 5
338+00.00 { Rt 15 16 [27.3/28] 88°170" | 88.00 9 5
339+93.00 | Rt 40 24 90" 182.00 IE 10
339+93.00 | Lt 40 24 90° 182.00 /8 10
361+92.00 | Rt 15 16 90° 38.00 Y 5
381+61.00 ] Ri. 15' 16 90° 38.00 Y 5
392+487.00 | R 40 24 90" 182.00 /8 10
302+487.00 | Lt 40 24 90° 182.00 /8 10
TOTALS -
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Plavi Sheed 2-S2.

Name of Road:

SUMMARY OF QUANTITIES
US-81 To LEIGH

SUMMARY OF QUANTITIES AND LOCATION OF:
-Surfaced Driveways

Resurface DrivesHntersections

27 /5/4/{;:/7'& fondrc’[c/ ]}/ﬂg GEERM
on £>(«'57(-'wj Serfeze,

Project Number:

91-5(121)

K— ¢ Project

L

Gravel
] Crushed Rock

AREA TONS CUBIC YARDS
STATION SIDE FEET FEET FEET DEGREE SQUARE | ASPHALTIC TYPE OF
YARDS CONCRETE | PREPARATION Gravel
R W L A &, jof
422+483.00 | AL 15 16 90 38.00 Y 5
405+52.00 | Rt 15 12.3 90 28.00 3 5
438+68.00 | Lt 15 12 90° 31.00 3 5
445+74.00 | Rt 40 24 " 80° 182.00 /9 10
445+74.00 | Lt 40 24 90° 182.00 /8 10
469+99.00 | Lt 15 12 90° 31.00 3 5
48043100 | Lt 15 24 90° 51.00 5 10
498+14.00 | Rt 45 24 80° 217.00 77 . 10
498+14.00 | Lt 40 24 90 182.00 89 10
520+63.00 | Lt 20 24 10 90° 99.00 10 10
526+64.00 | Lt 12 24 90’ 39.00 ] 5
547443.00 | Lt 15 12 90 31.00 3 5
551+65.00 | Rt 40 24 90° 182.00 18 10
551+65.00 | Lt a0 24 90° 182.00 /8 10
561+48.00 | R 15 12 90 31.00 2 5
573+85.00 | Lt 15 12 90° 31.00 3 5
60541530 | Rl 40 24 90" 162.00 ) 10
605+15.30 | Lt 40 24 90° 182.00 78 10
606+00.00 | Rt 15 12 90 31.00 7 5
607+82.00 | Lt 15 12 90° 31.00 3 5
621+00.00 | Rt 15 i2 90" 31.00 3 5
$25¢00.00 | Lt 15 12 90" 31.00 3 5
TOTALS B ]




